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Collared 
 

A buttoned collar knitted on a mid-gauge [LK150] machine. It 

could also be knitted on a chunky/ bulky machine, with a 

similar tension, which would be at the lower end of the 

tension dial on those machines. I used Tension 10 on the 

LK150, which is the lowest tension when used in ‘every other 

needle’ mode [chunky knitting]. 

 

Materials: approx. 100g of James C Brett Marble Chunky. 

This acrylic yarn is recommended to hand knit with 6mm 

needles, and any similar yarn would do – I think a yarn with 

wool in it would even be better! 

Finished measurements [approx.] : 6-7 inches by 34 inches. 

Method. 
1. Cast on using e-wrap method over 17 stitches [using every other needle mode on LK150] 

2. Knit 20 rows, then hook up first row to make a folded band. RC000 

3. Knit 2 rows at T10. 

4. Pattern thus: 

a. Tuck stitch: put every other working needle into holding position 

 [ | H | H | H | H | H | H | H | H | ] and push Russell levers back. Knit 2 rows. 

b. Push Russell levers forward, and knit 2 rows plain. 

c. Tuck stitch: put the alternate needles into hold 

[ | | H | H | H | H | H | H | H | | ] and push Russell levers back. Knit 2 rows. 

d. Push Russell levers forward, and knit 2 rows plain. 

5. These 8 rows form the pattern.  Repeat for 240 rows RC242 

6. Cast off loosely. 

Finishing 
I used a crochet finish.  

With a 6mm hook, I crocheted 1 row of double crochet round the scarf, starting at one side of the hem, 

and finishing at the other.  I then reversed direction, and did 1 row of treble crochet back to the beginning. 

Weave the ends in, then add buttons. 

Alternatives 
Knit over more stitches [21] and forego the crochet. You could strengthen and straighten the edge, by 

hooking it on to the machine and doing a cast off immediately.   

Change the position of the buttons: you might need to form a buttonhole to do this, by making an eyelet, 

transferring a stitch to an adjacent needle. 


